Material requirement:
- 1.5-1.8mm Chrome or Veg Tanned Leather

Tools Requirements:

- 1 regular cutter

- 2 needles

- 1 hammer

- 30cm ruller

-1 Clamp

- Leather punch chisel of 4mm
- Small scissor

- Skiver

“**Note: In this case, | assume that you have the basis
knowledge about leather craft, like cutting, sewing, edge

burnisk




1st step: you have to cut the leather along the solide line,

make sure they are right size before cutting, they are 6 pieces.
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Position for BO1

Main body Part 1

Recommend 1.5-1.8 mm Veg tanned or Chrome leather

Recommend 1.5-1.8 mm Veg tanned or Chrome leather

BO1 X1

Pocket
Recommend 1.5-1.8 mm Veg tanned or Chrome leather
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Bottom Recommend 1.5-1.8 mm Veg tanned or Chrom
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2nd step: Skive the area marked blue into 1Tmm.

Main body Part 1

Recommend 1.5-1.8 mm Veg tanned or Chrome leather

Recommend 1.5-1.8 mm Veg tanned or Chrome leather

3rd step: glue and sewing BO1 with A01,A02 with A01, A03
with AO1.

4th step: assemble the 2 main body and sewing, then the project will
be finish.



